Installation manual Model: RENAULT Duster

Skid plate for: fuel pipe Article: 18.2361/18.2607

METALLOPRODUKTSIA Body type: ‘ Years: 2012 -

Engine type: 2,0 MT 4wd

Engine bay and transmission elements skid plate has been designed and manufactured by LLG Metalloprodukisia
Product conforms to TOR 4591-001-25888788-2006 requirements. Product design is protected by model copyright
certficates NeB9059, 15980, 15981, 15982, 15983. Patented in Russian Federation.

[APPLICATION:

deformation.

INSTALLATION:
Engine bay and transmission elements skid plate has been designed particularly for a certain vehicle. It should be
The skid

plate

INSTALLATION MANUAI
1. The skid plate should be installed on points instead of OE skid plate
2. Tighten all screw joints.

[OPERATING CONDITIONS:]
Engine bay and transmission elements skid plate has been designed to operate in conditions specified by vehicle's
ucer. C: In cast

ad-on

crush it is necessary to assure in absence of damages of vehicle's components and units and availabily of
roadworthiness on certfied service stations.

WARRANTY:!

Warranty period- 24 months.

WARRANTY TERMS
“The skid plate should be installed on a vehicie with undamaged body and load-bearing elements (vehicle, which hads
neverbeeninvolved in road traffic accident);

ical damages of the skid plate resulting from head-on crush. All requirements to skid plate
installation should be satisfied;
Thereare no mechanical damages of powder coating.
Producer does not bear liabilty for damages caused to the vehicle, health and life of people in case of installation and




